Macintosh
Driver Install Manual

Recommended system
Mac computer with an intel processor running OS 10.6.4 (Snow Leopard) or later

* The dedicated driver must be installed in the computer before SA-11S3 is connected to a computer. Operation will not occur correctly if connected to
the computer before the dedicated driver has been installed.
e Operation may fail in some computer hardware and software configurations.

1. Double-click “SAT1S3USBASY-*** * * pkg" to start the installation.
sk "xxx * *" varies depending on the version.
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2. Click “Continue”.
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Welcome to the SA-1153 USB ASY KEXT Install Package 273.4

© Introduction

® Destination Sele} You will be guided through the steps necessary to
install this software.

® Installatioy

Go Back | Continue I
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3. Click “Install”.
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Standard Install on “Macintosh HD"

© Introduction

© Destination Sel This will take 1.4 M8 of space on your computer.

© Installatios Click Install to perform a standard installation of

S this software for all users of this computer. All
8 InstallatiGl 8 users of this computer will be able to use this
o summalj * 3 software.
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4. When you are prompted for “Name” and “Password"”, enter the name and password used for the administrator account and click “Install Software".

ﬂ Installer is trying to install new software. Type
your password to allow this.

| 2 .
:IlIIlIIIIIIIIIIIIIIIIIIIIIIIII
Nam=:| |:

-

Passwor;:l I
-
“SsesssEEEEEEEEEEEEEEEEEEEEEEEEE"

@ [ Cancel ]I[—Insh"-ioﬁumn—] |

5. Click “Continue Installation” to start the installation. Do not perform any operation on the computer until the installation is completed.
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When this software finishes installing, you
must restart your computer. Are you sure
you want to install the software now?
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 Installation
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The installation was successful.

L
o1 - The software was installed.
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Click Restart to finish installing the software.

7. Check if the connection is successful, and make settings.
1) Check the connection.
(DClick “System Preferences..."”.

About This Mac

Software Update...
App Store...

System Preferences...
UocCk »
Location »

Recent Items >
Force Quit... NED

Sleep
Restart...
Shut Down...

Log OQut Mac Book Air... {%Q

@Click “Sound".
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(3Click the “Output” tab and select “USB High Speed Audio”.
800 Sound

Soun eects [N ot |

Select a device for sound output:

[Name [Type |

Settings for the selected device:

The selected device has no output controls

Output volume: () ‘))) (] Mute

[ Show volume in menu bar




2) Change and optimize the settings.
(MDouble-click “Macintosh HD".

Macintosh HD

@Click “Applications” and then “Utilities".
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®Click “Audio MIDI Setup”.
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@Click "USB High Speed Audio” and change the “Format” part that is displayed on the right by selecting the desired sample rate and bit depth.
* Audio is output after being re-sampled according to the sample rate and bit depth set here.
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