Windows
Driver Install Manual

Recommended system
Computer with an Intel Core 2 Duo processor or faster
Note: Windows XP 64-bit edition is not supported

® The dedicated driver must be installed in the computer before SA-11S3 is connected to a computer. Operation will not occur correctly if connected to
the computer before the dedicated driver has been installed. Moreover, if the computer is running Windows XP as its OS, the computer's speed will
decrease significantly, and a computer restart may be required.

e Operation may fail in some computer hardware and software configurations.

* The following screen is for Windows7.

1. Double-click “SA-11S3UsbAudioSetup.exe” to start the installation.
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2. When the following window appears, select “Yes".

User Account Control x|

fﬁ Do you want to allow the following program to make changes to this
! computer?

HD  Programname:  5A-11531U5B Audio Device Software Setup
avoa|

Verified publisher: Galaxy Far East Corp.
File arigin: Hard drive on this computer

Change when these notifications appear

3. Click “Setup Software".
5A-1153 USB Audio Device Software Setup Wi.1.

I Setup Software |I

[ Bt ]

4. Click “Next>".
B

Welcome to the SA-11S3 USB Audio Device
Software Package Setup Wizard

The instaler will guide you thiough the steps requied tarinstall 541153 USB Audio Device Software
Package #32 (Ver. 1.1.24.0a) on pour camputer,

WARNING: This computer programis prolected by copyight law and intermalion leaties.
Unauthorized duplication ar cistrbution of s program. or any poitian of it may resultin severe el
or ciminal penalies. and wil b prosecuted 1o the masimum extent possblz under the law.
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5. Click “Next>".
* To change the installation destination to your desired location, click “Browse...".
* To allow multiple user accounts to select “SA-11S3" as the output destination, select “Everyone”.

1% SA-1153 USB Audio Device Software Packaee

Select Installation Folder @

(C¥Program Files¥D and M Holdines¥SA- 1153 USE Audio Devic.

6. Click “Next>".

i SA-1153 USE Audio Device Software Package

Confirm Installation &

7. The installation starts. Do not perform any operation on the computer until the installation is completed.
=jSA7I153 USB Audio Device Software Package

Installing SA-1153 USB Audio Device
Software Package

8. When the following window appears, click “Install”.

Windows Security

9. When the installation is completed, click “Close”.

i SA-1153 USB Audio Device Software Package

Installation Complete

10. According to the owner's manual “Connecting and playing back from a computer (USB)”, connect the computer to the set.



11. The driver is automatically installed (only at the initial connection).

<[l Installing device driver software R[]
Click here far status,
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@ SA-1153 USB High Speed Audic x|

Device driver software installed successfully,
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12. Check if the connection is successful, and make settings.
1) Check the connection.
@ Click “Start” and then “Control Panel”.
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@ Click the icon to the left of “Hardware and Sound”.
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® Click “Manage audio devices".
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@ Check that “SPDIF OUT" (SA-11S3 USB High Speed Audio) is displayed.
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Playback | Recording | Sounds | Commurications |

Select a playback device below to modify ts setings:
i Speavers and Headphones
g IDT High Definition Audio CODEC
Ready
Independent Headphones
IDT High Definition Audio CODEC
Default Communications Device

SPDIF OUT

SA1153 USB High Speed Audio
Default Device




2) Change and optimize the settings.
@ Click “SPDIF OUT" and then "“Properties”.

Speakers and Headphones
IDT High Definition Audio CODEC
Ready

Independent Headphanes
IDT High Definition Audio CODEC
Default Communications Device

SPDIF OUT
SA113 USB High Speed Audio
Default Device
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(3 Set “Encoded formats” and “Sample Rates” as follows and click “Apply”.

SPDIF OUT Properti

@ Select the “Advanced” tab, set the desired sample rate and bit depth from the “Default Format” pull down menu, and click “Apply”.
* Audio is output after being re-sampled according to the sample rate and bit depth set here.

SPDIF OUT Properties x|

bit, 88200 Hz (Studio Quality]
2 channel, 16 bif, 36000 Hz (Studio Quality)

2 channel, 16 bit, 176400 Hz (Studio Quality]

2 channel, 16 bit. 192000 Hz (Studio Quality)
2 channel, 24 bit, 44100 Hz (Studio Quality]
L2 channel, 24 bit, 48000 Hz (Studio Quality
2 channel, 24 bit, 36000 Hz (Studio Quality]



