
• 1-Bit 8 Times Oversampling DACs

• Dedicated “Changer” Mechanism

• Random and Repeat Modes

• Exchange 4 Discs While a 5th Disc is Playing

• RS232C Terminal for System Control (1-Way)

• Optical and Coaxial Digital Output

• High Quality Headphone Jack
• D-BUS (RC-5 In/Out)

Remote  Connection

Compatible
®

CC4300 5-Disc CD Changer

The CC4300 incorporates premium Marantz parts and construction, to deliver uncompromising audio performance - rivaling more expensive single-
disc players. Featuring high quality optics, audiophile-grade internal components and strengthened mechanical construction, the CC4300 offers the best
of both worlds - pure high-end audio clarity and the convenience of multi-disc playback. If system integration is important, then the CC4300 is for
you. It features a RS232C terminal as well as discrete commands for flawless operation.

*All specifications, dimensions and weights are subject to change without notice. D&M Holdings, Marantz, Marantz America, Inc. or any of its subsidiaries will not assume any liability for errors within this document.
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FEATURES
Disc Capacity
Playback Formats
Power Transformer
Display Off
CD Text
Random/ Repeat Play
Recording Edit Mode
AMS (Auto Music Scan) Mode
Peak Search
Disc Changeable In Play
Pitch Control
Headphone Level Control

IN/OUTPUTS
AUDIO
Analog L&R Out
Digital Opt. Out
Digital Coax. Out
Headphone Out
OTHERS
D-Bus Remote (RC-5) In/Out
External Control (RS232C)

SPECIFICATIONS
AUDIO
Format
Sampling Frequency
Dynamic Range
S/N Ratio
Frequency Response
THD

GENERAL
Color
Front Panel
Remote Control
Power Requirements
Power Consumption
Dimension W x H x D (Inches)
Weight (lbs.)

5
CD, CD-R/RW
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• (1-way)

16-Bit Liner PCM
44.1kHz

95 dB
105 dB

2Hz - 20kHz
0.0050%

Black
Brushed Plastic

RC4300CC
AC 120V 60Hz

12W
175/16"  x 33/8" x 159/16"

12.8
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